Booster Cables

15'
30'

4 GA
4 GA

#8165G

#8172C 8 GA 12'
#8165H

#8174C 6 GA 16'

Heavy Duty Bonded Cable Heavy Duty 500 AMP Clamps
Tangle Free Bonded 4 AWG Cable
400 AMP Clamps Flexible To -72°F

Extended Jaws For Side Mount Replaceable Copper Jaws #8169C

Battery Isolator

Easy Installation

#5575PT (#5575C)

Single Circuit Battery Master Switch
Provides Anti-Theft & Fire Protection
Isolates Battery Circuit
Includes Detachable Key For Anti-Theft
Includes Weather Resistant Cap
Ideal for RV, Marine & Farm Equipment
7/8" Mount Hole
Maximum Load (10 seconds):

12 Volt 500 Amp DC Momentary
Maximum Continuous Rating:

12 Volt 350 Amp DC Continual

Additional Key Available
#5575-KEYC  (1/pk)

Test Clips

Nickel Plated Steel Battery & Test Clips
Interlocking Necks Prevent Jaw Off-Set
Copper Shunt For Long Life

Part# Qty | Part# Qty
0835A 50
0836A 50

0837A 25

0835PT 10
0836PT 5
0837PT 2

0836C
0837C

27/8”

Part# Qty

30 Amp Plated Steel Test Clips
Red & Black Insulated
3-1/4" Length
(1 each Red & Black)

0840A 25 sets

1 set
1 set

0840C
0840PT

50 Amp Copper Plated Test Clips [Slaliaiiiel]
Red & Black Insulated 0841A 25 sets
0841C 1 set

3-1/4" Length
0841PT 1 set

Booster Clamps

Parrot Style with Jaws

Replacement Clamps & Jaws
500 AMP Clamps

For Cables 8165G & 8165H

500 AMP Clamps
Description

Black Clamp 1

8170C

Part # | Description

8167B | Black Clamp 1 8170PT| Black Clamp 1
8168R | Red Clamp 1 8171C | Red Clamp 1
8169C | Jaw and Parts 1 8171PT| Red Clamp 1

#5574PT (#5574C)

Master Battery Disconnect Switch
Designed to Disconnect All Circuitry
Reducing Possiibility of Theft or Fire

2 Stud Terminal
3/4" Mount Hole
For Battery Circuit Only
On - Off SPST

6-36 Volt 190 Amp DC Continual
6-36 Volt 1000 Amp DC Momentary

RED BLACK
1570A 100 1571A 100
1570C 15 1571C 15
Insulated Alligator Clips With Screw 11557700% 135 11557711;?'. 135
5 Amp - Nickel Plated Steel 1570KT 3 1571KT 3
3/8" Jaw Opening - 1-15/16" Length
RED BLACK
1572A 100 1573A 100
1572C 10 1573C 10
Red & Black 1572D 2 1573D 2
Alligator Boots 1572PT 10 1573PT 10
Use With #1588 Clips |1572KT 2 1573KT 2
Mini Test Clips 1584C 3 Sets
Red & Black Insulated 1584PT 3 Sets
5 Amp 1584KT 2 Sets
1584QT 1 Set

(1 each Red & Black)

30" Test Leads - 18 Gauge
Color Coded Red & Black Wire Part #
Nickel Plated Steel

5 Amp

Qty

1575A 25 sets
1575C 1 set
1 set

1575PT

Assorted Alligator Clips Part#  Qty
and Small Test Clips 1585H 6
1585KT 6

Assortment Varies

18

-
-

Part# Qty
1587A 250 1587PT 30
Nickel Plated Steel Mini-Gator Clip }gg;g ‘10 ]gg;g ‘2‘
5 Amp - Full Meshing Teeth 1587M 2

3/16" Jaw Opening - 1-1/4" Length

Part# Qty

1588A 250 1588PT 20
1588C 20 1588KT 5
Nickel Plated Steel Alligator Clip 1588H 6 1588QT 2
10 Amp - Full Meshing Teeth 1588D 4 = =
3/8" Jaw Opening - 1-15/16" Length 1588M 2 — =

All Items with QT, KT, GT or PT Suffix are Clam Shell Program Items.




